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RENAULT MASTER – Heavy Duty

MASTER BODYWORK

Wheelbase 
(mm)

Overhang 
(mm)

Tipper interior dimensions** 
(mm)

Locker dimensions  
(L x H x D mm)

Weight*  
Steel (kg)

Weight* Mixed 
aluminium (kg)

Weight*  
Aluminium (kg)

3682

1120

3260 x 2000 x 330 - 617 kg 438 kg 398 kg

2560 x 2000 x 330
600 x 1300 x 2000 700 kg 479 kg 440 kg

600 x 800 x 2000 645 kg 454 kg 415 kg

1670

3260 x 2000 x 330 - 617 kg 438 kg 398 kg

3460 x 2000 x 330 - 641 kg 453 kg 413 kg

3260 x 2000 x 330

600 x 1300 x 2000 787 kg 533 kg 493 kg

600 x 800 x 2000 732 kg 508 kg 468 kg

4332

600 x 1300 x 2000 787 kg 533 kg 493 kg

3260 x 2000 x 330

600 x 800 x 2000 732 kg 508 kg 468 kg

600 x 1300 x 2000 811 kg 548 kg 508 kg

600 x 800 x 2000 756 kg 523 kg 483 kg

Single Cab – Twin wheels

Options included with the weight: Triva Entreprise, mixed hook, light grilles, load stops on the cab protection and protections on the sideboards, rear door 
and cab protection

*Weight given as an example: the thickness tolerances do not enable us to guarantee a weight in a lower tolerance than +/- 10%.

**Height of steel sideboards: 330 mm/Height of aluminium sideboards: 380 mm



RENAULT MASTER – Heavy Duty

MASTER BODYWORK

Wheelbase 
(mm)

Overhang 
(mm)

Tipper interior dimensions** 
(mm)

Locker dimensions  
(L x H x D mm)

Weight*  
Steel (kg)

Weight* Mixed 
aluminium (kg)

Weight*  
Aluminium (kg)

3682
1120 2560 x 2000 x 330 -

Not available  
on double cab

384 kg 345 kg

1670

3160 x 2000 x 330 - 430 kg 390 kg

4332

3160 x 2000 x 330 - 430 kg 390 kg

3460 x 2000 x 330 - 453 kg 413 kg

3160 x 2000 x 330
600 x 1300 x 2000 525 kg 485 kg

600 x 800 x 2000 500 kg 460 kg

2560 x 2000 x 330
600 x 1300 x 2000 479 kg 440 kg

600 x 800 x 2000 454 kg 415 kg

Double Cab – Twin wheels

Options included with the weight: Triva Entreprise, mixed hook, light grilles, load stops on the cab protection and protections on the sideboards, rear door 
and cab protection

*Weight given as an example: the thickness tolerances do not enable us to guarantee a weight in a lower tolerance than +/- 10%.
Double cab: any configuration must be subjected to a weight study before validation.
**Height of steel sideboards: 330 mm/Height of aluminium sideboards: 380 mm



ESSENTIAL PEACE OF MIND WHEN YOU ARE WORKING!

Guarantee

E-shop

Configurator

Network

Register your new bodywork on www.jpm-group.com

to enjoy a third year of guarantee free!

And up to 5 years’ guarantee for your bodywork...

Online sale of options and spare parts at www.jpm-group.com

Customisable bodywork that can be self-maintained by the user

A true bodywork configurator on www.jpm-group.com

3RD YEAR OF GUARANTEE FREE

CUSTOMISABLE BODYWORK

BODYWORK CONFIGURATOR

DISTRIBUTION NETWORK: Advice, Assembly, Maintenance
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Take advantage of a local JPM network

in France and Europe!
Find the coach builder nearest to you on www.jpm-group.com N
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